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Luminous Intensity Distribution Curve(cd/klm)
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C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 9.028 m
Temperature: 25 Humidity: 60%
Operator: JACKY Inspector: 

MODEL:F1WA308VNAZxxx 1m 
6000K
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The Average Illuminance Effective Figure

Beam Angle:50.0°Height Avg./Nadir. E Diameter / Area

1.0m 212.75/       0.93m / 0.68sq.m 258.80lx

2.0m 53.19/       1.87m / 2.73sq.m 64.70lx

3.0m 23.64/       2.80m / 6.15sq.m 28.76lx

4.0m 13.30/       3.73m / 10.93sq.m 16.17lx

5.0m 8.51/       4.66m / 17.08sq.m 10.35lx

6.0m 5.91/       5.60m / 24.59sq.m 7.19lx

7.0m 4.34/       6.53m / 33.47sq.m 5.28lx

8.0m 3.32/       7.46m / 43.72sq.m 4.04lx

9.0m 2.63/       8.39m / 55.33sq.m 3.20lx

10.0m 2.13/       9.33m / 68.31sq.m 2.59lx

Flux Out: 145.33lm

C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 9.028 m
Temperature: 25 Humidity: 60%
Operator: JACKY Inspector: 




